
60

MC3

18,5 18,5

31,7

550

Ø 7,1

24,7

59,7

35,5 35,5

23,8
120,7

59,2

∅26,0

50050

24

41

28 28
Ø  1

4,6

550

88,5

25,2

L1L2L3N

1P12P13P1

1P22P23P2

1S1
COM

2S1

3S1

MC3-63 MC3-125 MC3-250

Measuring current transformadors and shunts

Three-phase efficient current transformers

Current transformers specifically designed to be installed above a switch:
 — Transformer range from 63 to 250 A
 — Secondary 250 mA
 — Compatible with CIRCUTOR’s MC range of products: 

CVM-MINI, CVM-NET, CVM-NET4, CVM-C, CVM-B, CDP-0, CDP-G

Description

Applications

Technical features

References

Dimensions

Connections

Installation in reduced spaces, using the space above the circuit breaker or earth leakage 
protection devices. In installations where the electric supply can be interrupted to install 
transformers.

Electrical features Frequency 50 / 60 Hz

Insulation voltage 3 kVac

Thermal short-circuit current, Ith 60 In

Dynamic current, Idyn 2.5 Ith

Highest voltage for the material 0.72 kVac

Class 0.5

Thermal class B (130 ºC)

Type of encapsulation V0 self-extinguishing plastic

Safety factor SF 5

Sealable secondary terminals Yes

Secondary terminals IP 20

Standards IEC 60044-1

Maximum current Internal Ø Type Code

63 A 7,1 mm MC3-63 M73121

125 A 14,6 mm MC3-125 M73122

250 A 26 mm MC3-250 M73123


